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SIZE
Nm

SERIES 50SN
Standard Seat

SERIES 50SN
Cavity Filler Seat
Nm Inch-LbInch-Lb

SERIES 50SN ECONOMICAL ULTRA - PURE SANITARY BALL VALVES

Sizes Range:
1/2" - 4"
End connections:
Tri-Clamp
Tube OD
Pressure Rating:
1000 PSI: 1/2"~2"
800 PSI: 2 1/2"~4"
Valve Material:
ASTM A351-CF8M

Internal Parts Finish:
Standard finish on wetted parts
15 - 20 Ra or 240 Grit

Seat Materials:
PTFE
R-PTFE
TFM 1600
UHMWPE
Cavity-filled PTFE
Cavity-filled R-PTFE
50% SS+PTFE
Cavity filled TFM1600

SPECIFICATIONS

FIG. 50SN-10
Tri-Clamp Ends

FIG. 50SN-20
Tube OD Ends

True Tube Full Port Design:
There are no dead space in the through path, eliminates trap areas
and reduces pressure drop.
In-Line Welding
Tube O.D. butt weld ends allows in-line welding without
disassembly.
Blow-Out Proof Stem
Prevents stem from blowing-out, for maximum operating safety
Flush and Drain (CIP/SIP) Capability
Bosses are provided in the end caps for both flush and drain
capability in applications where material can become trapped in the
body cavity.
Easy in-Line Maintenance
3-piece body swing-out design allows easy In-Line maintenance

DESIGN ADVANTAGES
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NO. PART NAME MATERIAL Q'TY

9.4 12.7 9.5
15.75 19 9.5
22.2 25.4 11
34.9 38.1 14
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47.5 50.8 14

73 76.2 19
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Body
End Cap

Ball
Seat

Stem Nut

Stem Seal

Stem  Washer

Handle Washer

Handle

Stem Packing
Gland Nut

Stem

Joint Gasket

Bolt

Bolt Washer
Bolt Nut

Locking Device SUS 304

 PTFE

SUS 304
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SUS 304
SUS 304
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SUS 304

1
2
1
2
2
1
1

1

1Set
1
1

1
1

#
#
@

*
1

Handle Sleeve VINYL

SS316

SUS316/CF8M

CF8M
CF3M

PTFE
PTFE

PTFE

* 4pcs:1/2"~3"
  6pcs: 4"
#1/2"~2"-4pcs, 2 1/2"~3"-8pcs, 4"-12pcs
@  for 4"-1pc.
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PS: 4" Handle washer
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Pressure Vs. Temperature Chart
SEAT: PTFE or RPTFE
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Ball:
SS316 to ASTM A351-CF8M
Stem:
SS316
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